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TRELLEBORG

SEALING SOLUTIONS





1. Product information / Manufacture or Supplier details


Material:
Waylock®II Part B (hardener)

Trade name:
Waylock®II Part B (hardener)

Supplier:
Trelleborg Sealing Solutions


Address:
2531 Bremer Road



Fort Wayne, IN  46803


Revison Date:
3/10/08
2.
Ingredients / Identity information

Chemical characteristic of the compound:
Modified amidoamine / Butadiene acrylonitrile copolymer
Talc/Inert Fillers / Benzyl Alcohol, Nonyphenol, Aminopropyltrimethoxysilane


Main component:

Modified amidoamine / Butadiene acrylonitrile copolymer
3.
Health Hazard Data
Dangers for personnel and environment:
Immediately flush with plenty of water.  Get medical                                              




attention.

4.
Emergency and First Aid Procedures

Inhalation:
Not a volatile material.  Remove victim to fresh air and provide oxygen if breathing is difficult.  Get medical attention.

Skin contact:
Immediately remove contaminated clothing or shoes.  Causes severe eye irritation  or burns.  Do not get product in eyes.  Wash thoroughly after handling.    Causes skin irritation or burns.  Prolonged or repeated exposure may result in the absorption of harmful amounts of material, resulting to allergic effects such as rashes, itching, or even open sores.

Eye contact:          Immediately flush with plenty of water for at least 15 minutes while holding eyelids open.  Get medical attention.

5.
Fire Fighting Measures

Extinguishing methods: 
Water spray, Foam, Carbon Dioxide, Dry Chemical

Protection against fire:
Wear full bunker gear (helmet with face shield, bunker coats, gloves, 



and rubber boots), including a positive pressure NIOSH approved



self-contained breathing apparatus.
6.
Accidental Release Measures

Large Spills:  Wear respirator and protective clothing as appropriate.  Shut off source of leak if 


safe to do so.  Dike and contain.  Remove with vacuum trucks or pump to storage/salvage


vessels.  Soak up residue with an absorbent such as clay or sand and dispose of properly.  Flush


area with water to remove trace residue.  Small Spills:  Take up with an absorbent material and


dispose of properly.
7.
Handling and Storage

Store material in a cool, dry place with adequate ventilation.

8.
Exposure Controls / Personal Protection

Personal Protection / General Precautions:



Wash hands after handling. Wear chemical-resistant gloves and other



clothing as required to minimize skin contact.


Respiratory Protection:
Not ordinarily required but if vapors or mists are produced, use a 



NIOSH approved respirator (use either an atmosphere-supplying
respirator or an 


air-purifying respirator for organic vapors).


Skin Protection:
Wear chemical-resistant gloves or other clothing as required.


Eye Protection:
Wear safety glasses or goggles as appropriate.


Hygiene measures:
Launder contaminated clothes before wearing.  Do not smoke or



eat where this material is being used.  Wash hands before smoking,



eating, or going to the restroom.

9.
Physical and Chemical Characteristics
Appearance


Figure:
>383°F



Color:
Bluish-gray liquid





Odor:
ammonia odor



Data relevant to safety


Flash point °F



Melting point °F:

Not available


Boiling point °F

Not available


Ignition temperature °F :

Not available


Explosive properties:



 
Vapour pressure (mm Hg 20°C):
Negligible


Specific gravity

1.17

Solubility in water 

Slight

pH:



10.
Stability and Reactivity

Stability:

Stable


Conditions to Avoid:

Exposure to temperatures of around 300°C and above

Hazardous decomposition:
Thermal decomposition or burning may product carbon monoxide and/or carbon dioxide, nitrogen oxides and ammonia

Incompatibility (Material to avoid) :  Avoid contamination with acids and oxidizing materials.


Further details:

Hazardous polymerization will not occur.

11.
Toxicological Information

Possible symptoms:
Pre-existing skin allergies may increase the chance of developing 



increased allergy symptoms from exposure to this product.  Pre-



existing skin and eye disorders may be aggravated by exposure



of this product.

12.
Ecological Information:

13.
Disposal Consideration

Product disposal:
Solidify with clay or other absorbent in a steel drum.  Consult your



local authorities for an appropriate disposal facility.  Dispose of all



wastes in accordance with federal, state and local regulations.


Disposal-code.:



Disposal-name:


14.
Transport Information

Transport: 
 
This material is not a hazardous material for purposes of shipping






per DOT or IATA.

15.
Regulatory Information 

Labelling: 



Classification according VbF: 


16.
Other Information

The information in this Material Safety Data Sheet is believed to be correct as of the date issued.  The supplier makes no warranty, expressed or implied, including, but not limited to, any implied warranty of merchantability or fitness for a particular purpose or course of performance or usage of trade.  The user is responsible for determining, and is strongly recommended to evaluate, whether the Supplier‘s product is fit for a particular purpose and suitable for the user‘s method of use or application. 

Trelleborg Sealing Solutions Fort Wayne

P.O. Box 176, Fort Wayne, Indiana  46801

Visiting Address: 2531 Bremer Road, Fort Wayne, Indiana  46803

Phone: +1(1)  260 749 9631   Fax: +1(1)  260 749 0066

www.trelleborg.com
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